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Guideways
Standard

or
for steel closing plugs
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For screw mounting from below
or

with slot for covering strip
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TSX25-D-ADB, TSX25-D-ADK
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Standard accessories
Plastic closing plugs

Dummy guideway
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Product overview
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Linear recirculating roller bearing 
and guideway assemblies

Features Linear recirculating roller bearing and guideway assemblies are used 
in applications with very high loads and very high requirements for 
rigidity and precision.
These preloaded units for long, unlimited stroke lengths are 
particularly suitable for use in machine tools.
A guidance system comprises at least one carriage, one guideway, 
one dummy guideway, plastic closing plugs and one mounting set 
per carriage.

Full complement Since they have the maximum possible number of rolling elements,
full complement guidance systems have extremely high load 
carrying capacity and particularly high rigidity.

Carriages The carriages have saddle plates made from hardened steel and
the rolling element raceways are precision ground. The cylindrical 
rollers are recirculated in enclosed channels with plastic return 
elements.

Guideways The guideways are made from hardened steel and are ground on all 
faces, the rolling element raceways are precision ground.

Location from above or below Guideways TSX..-E (-ADB, -ADK) and TSX25-D (-ADB, -ADK) are 
located from above and have through holes with counterbores for 
the fixing screws. Guideways TSX..-E-U and TSX25-D-U are located 
from below and have threaded blind holes.

Slot for covering strip Guideways TSX..-E-ADB and TSX25-D-ADB have a slot for
the adhesive bonded steel covering strip ADB, while guideways 
TSX..-E-ADK and TSX25-D-ADK have a slot with undercut for
the clip fit steel covering strip ADK, see dimension tables.

Multi-piece guideways If the required guideway length lmax is greater than the value
in the dimension tables, the guideways are supplied in several 
segments, see page 109.

Standard accessories The scope of delivery includes various accessory parts as standard.

Dummy guideway The dummy guideway prevents damage to the rolling element set 
and prevents the rolling elements from falling out while the carriage 
is separated from the guideway.
Carriages are always pushed directly from the guideway onto
the dummy guideway and must remain there until they are 
remounted.
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Full complement
Standard and L carriages
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For further table values, see page 122 and page 123.
� Locating face. � Marking. � Fixing screw.

1) The stated torques represent maximum values for the secure transmission of forces in vibration-free,
quasistatic applications (S0 = 1). We recommend that the tightening torques for the screw connection
of the adjacent construction should be determined at the customer under the conditions specific
to the application and operation, observing the information in VDI Guideline 2230 Part 1 (2015)
and the information in this description, see page 69 and page 26.

2) Maximum length of single-piece guideways.
Permissible number of guideway segments, see page 117.

3) Minimum covered length for sealing the upper lubrication connectors.
4) aL and aR are dependent on the guideway length.

Dimension table · Dimensions in mm

Designation Dimensions Mounting dimensions

lmax
2) H B L3) A1 JB b A2 L1 LS JL JLZ jL aL, aR

4)

–0,005
–0,035 min. max.

RUE25-E
3 930 36 70

91
23,5 57 23 6,5

65,6
2,2 45 40 30 20 23

RUE25-E-L 107 82,2

RUE35-E
5 900 48 100

122,9
33 82 34 9

85,2
2,2 62 52 40 20 31

RUE35-E-L 148,8 111

RUE45-E
5 888 60 120

145,9
37,5 100 45 10

104,2
2,2 80 60 52,5 20 41

RUE45-E-L 178,3 136,6

RUE55-E
5 880 70 140

172,7
43,5 116 53 12

127
2,75 95 70 60 20 47

RUE55-E-L 210,7 165

RUE65-E
5 865 90 170

195,5
53,5 142 63 14

141,2
2,75 110 82 75 20 61

RUE65-E-L 261,9 207,6

RUE100-E-L 2 730 120 250 372,2 75 200 100 25 306,5 3,3 230 – 105 30 83
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RUE..-E, RUE..-E-L
View X rotated 90°
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Fixing screws1)

H1 H5 H4 T5 T6 h h1 G2 K1 K3 K6 d1 D2

DIN ISO 4762-12.9 DIN 7984-8.8

MA MA MA MA

�0,5 Nm Nm Nm Nm

6,5 5,25 17,8 10 8,5 22,3 11,8 M8 24 M6 17 M6 17 M6 10 6,8 6,7

6,5 8 20,5 12 10,9 30 17,5 M10 41 M8 41 M8 41 M8 24 9 8,6

8,5 8 26 15 13,2 38 19,5 M12 83 M12 140 M10 83 M10 48 13,4 10,6

11 12 32 18 14,8 45 22,5 M14 140 M14 220 M12 140 M12 83 15,4 12,5

11,5 15 39,2 23,3 23,3 53,8 28,8 M16 220 M16 340 M14 220 M14 130 18 14,5

15 25 52,5 29 26,6 80 48 M20 470 M24 1100 M16 340 M16 220 26 17,5
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Full complement
Standard and L carriages

Lubrication connector on lateral face
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N4
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1) Maximum screw depth in end piece 6 mm.
2) Maximum diameter of lubrication hole in adjacent construction.
3) Position of lubrication hole in adjacent construction.
4) The basic load rating can only be transmitted fully if the whole thread length is used

and the adjacent construction is dimensioned appropriately.
5) Supplied loose with the M-Satz.

Dimension table (continued) · Dimensions in mm

Designation Carriage Guideway Lubrication connectors

Designation Mass Designation Mass A3 N3
1) A4 N4

1) JL6

m m

� kg � kg/m

RUE25-E RWU25-E 0,68
TSX25-D 2,9 7,5 M6 – – –

RUE25-E-L RWU25-E-L 0,86

RUE35-E RWU35-E 1,75
TSX35-E 5,9 6,6 M6 5,6 M6

24,4

RUE35-E-L RWU35-E-L 2,29 37,4

RUE45-E RWU45-E 3,07
TSX45-E 9,4 6,6 M6 6,6 M6

27

RUE45-E-L RWU45-E-L 4,05 43,2

RUE55-E RWU55-E 5,24
TSX55-E 13,1 8,1 M6 8,1 M6

32,9

RUE55-E-L RWU55-E-L 6,83 51,9

RUE65-E RWU65-E 9,32
TSX65-E 19,5 19,6 M6 19,6 M6

34,8

RUE65-E-L RWU65-E-L 13,8 68,1

RUE100-E-L RWU100-E-L 35,7 TSX100-E 45,3 10,6 M6 10,6 
5,6 65,1
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Lubrication connector on top face
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Dimensioning of lubrication connector on end face
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Load carrying capacity

N2
2) JL5

3) GS
DIN EN ISO 4027

O
DIN 3771

Basic load ratings4) Moment ratings

dyn.
C

stat.
C0

M0x M0y M0z

N N Nm Nm Nm

3
14,5

M4�4 10�1,5
28 000 65 000 350 760 680

22,8 33 500 82 000 440 1 200 1 080

6
14,3

M4�4 10�1,5
59 000 140 000 1 200 2 150 1 950

27,2 70 000 175 000 1 500 3 350 3 000

6
15,7

M4�4 10�1,5
92 000 215 000 1 899 4 255 3 821

31,9 114 000 285 000 2 503 7 263 6 536

6
21,6

M4�4 10�1,5
136 000 320 000 3 287 7 404 6 667

40,6 167 000 415 000 4 226 12 214 11 010

6
15,6

M4�4 18�1,5
200 000 435 000 5 450 12 100 10 900

48,8 270 000 640 000 7 600 24 000 21 500

6 47,15 M4�4 10�1,5 630 000 1 490 000 33 780 80 250 72 280

Lubrication connector S25 to DIN 71412-A-M65) Load directions
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Full complement
H, HL and SL carriages

For further table values, see page 126 and page 127.
� Locating face. � Marking. � Fixing screw.

1) The stated torques represent maximum values for the secure transmission of forces in vibration-free,
quasistatic applications (S0 = 1). We recommend that the tightening torques for the screw connection
of the adjacent construction should be determined at the customer under the conditions specific
to the application and operation, observing the information in VDI Guideline 2230 Part 1 (2015)
and the information in this description, see page 69 and page 26.

2) Maximum length of single-piece guideways.
Permissible number of guideway segments, see page 117.

3) Minimum covered length for sealing the upper lubrication connectors.
4) aL and aR are dependent on the guideway length.

Dimension table · Dimensions in mm

Designation Dimensions Mounting dimensions

lmax
2) H B L3) A1 JB b A2 L1 LS JL jL aL, aR

4)

–0,005
–0,035 min. max.

RUE25-E-H
3 930 40 48

91
12,5 35 23 6,5

65,6
2,2

35
30 20 23

RUE25-E-HL 107 82,2 50

RUE35-E-H
5 900 55 70

122,9
18 50 34 10

85,2
2,2

50
40 20 31

RUE35-E-HL 148,7 111 72

RUE45-E-H
5 888 70 86

145,9
20,5 60 45 13

104,2
2,2

60
52,5 20 41

RUE45-E-HL 178,3 136,6 80

RUE55-E-H
5 880 80 100

172,7
23,5 75 53 12,5

127
2,75

75
60 20 47

RUE55-E-HL 210,7 165 95

RUE65-E-H
5 865 100 126

195,5
31,5 76 63 25

141,2
2,75

70
75 20 61

RUE65-E-HL 261,9 207,6 120

RUE65-E-SL 2 730 90 126 261,9 31,5 76 63 25 207,6 2,75 120 75 20 61
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RUE..-E-H, RUE..-E-HL, RUE..-E-SL
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RUE..-E-H, RUE..-E-HL, RUE..-E-SL
View X rotated 90°
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Fixing screws1)

H1 H5 H4 T5 h h1 G2 K1 d1

DIN ISO 4762-12.9

MA MA

�0,5 Nm Nm

6,5 5,25 32,5 7,5 22,3 11,8 M6 17 M6 17 6,8

6,5 10,8 41,9 10 30 17,5 M8 41 M8 41 9

8,5 13,7 52,4 12,5 38 19,5 M10 83 M12 140 13,4

11 16 61,4 15 45 22,5 M12 140 M14 220 15,4

11,5 15 71,2 20 53,8 28,8 M14 220 M16 340 18

11,5 15 61,2 12,5 53,8 28,8 M16 340 M16 340 18
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H, HL and SL carriages

Lubrication connector on lateral face

A4


N4

JL6
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1) Maximum screw depth in end piece 6 mm.
2) Maximum diameter of lubrication hole in adjacent construction.
3) Position of lubrication hole in adjacent construction.
4) The basic load rating can only be transmitted fully if the whole thread length is used

and the adjacent construction is dimensioned appropriately.
5) Supplied loose with the M-Satz.

Dimension table (continued) · Dimensions in mm

Designation Carriage Guideway Lubrication connectors

Designation Mass Designation Mass A3 N3
1) A4 N4

1) JL6

m m

� kg � kg/m

RUE25-E-H RWU25-E-H 0,58
TSX25-D 2,9 11,5 M6 – – –

RUE25-E-HL RWU25-E-HL 0,72

RUE35-E-H RWU35-E-H 1,67
TSX35-E 5,9 13,6 M6 12,6 M6

30,4

RUE35-E-HL RWU35-E-HL 2,14 32,4

RUE45-E-H RWU45-E-H 3,05
TSX45-E 9,4 16,6 M6 16,6 M6

37

RUE45-E-HL RWU45-E-HL 3,95 43,2

RUE55-E-H RWU55-E-H 4,94
TSX55-E 13,1 18,1 M6 18,1 M6

42,9

RUE55-E-HL RWU55-E-HL 6,34 51,9

RUE65-E-H RWU65-E-H 8,9
TSX65-E 19,5 29,6 M6 29,6 M6

54,8

RUE65-E-HL RWU65-E-HL 12,89 63,1

RUE65-E-SL RWU65-E-SL 10,8 TSX65-E 19,5 19,6 M6 19,6 M6 63,1
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Lubrication connector on top face
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Dimensioning of lubrication connector on end face
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Load carrying capacity

N2
2) JL5

3) GS
DIN EN ISO 4027

O
DIN 3771

Basic load ratings4) Moment ratings

dyn.
C

stat.
C0

M0x M0y M0z

N N Nm Nm Nm

3
19,5

M4�4 10�1,5
28 000 65 000 350 760 680

20,3 33 500 82 000 440 1 200 1 080

6
20,3

M4�4 10�1,5
59 000 140 000 1200 2 150 1 950

22,2 70 000 175 000 1500 3 350 3 000

6
25,7

M4�4 10�1,5
92 000 215 000 1899 4 255 3 821

31,9 114 000 285 000 2503 7 263 6 536

6
31,6

M4�4 10�1,5
136 000 320 000 3 287 7 404 6 667

40,6 167 000 415 000 4 226 12 214 11 010

6
35,6

M4X4 18�1,5
200 000 435 000 5 450 12 100 10 900

43,8 270 000 640 000 7 600 24 000 21 500

6 43,8 M4X4 18�1,5 270 000 640 000 7 600 24 000 21 500

Lubrication connector S25 to DIN 71412-A-M65) Load directions
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