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Features of Each Model
Global Standard Size Model HSR

Structure and Features

Balls roll in four rows of raceways precision-ground on an LM rail and an LM block, and endplates
incorporated in the LM block allow the balls to circulate.

Since retainer plates hold the balls, they do not fall off even if the LM rail is pulled out (except models
HSR 8, 10 and 12).

Each row of balls is placed at a contact angle of 45° so that the rated loads applied to the LM block
are uniform in the four directions (radial, reverse radial and lateral directions), enabling the LM Guide
to be used in all orientations. In addition, the LM block can receive a well-balanced preload, increas-
ing the rigidity in the four directions while maintaining a constant, low friction coefficient. With the low
sectional height and the high rigidity design of the LM block, this model achieves highly accurate and
stable straight motion.

[4-way Equal Load Type]

Each row of balls is placed at a contact angle of 45° so that the rated loads applied to the LM block
are uniform in the four directions (radial, reverse radial and lateral directions), enabling the LM Guide
to be used in all orientations and in extensive applications.

[High Rigidity Type]

Since balls are arranged in four rows in a well-balanced manner, a large preload can be applied and
the rigidity in four directions can easily be increased.

[Self-adjustment Capability]

The self-adjustment capability through front-to-front configuration of THK's unique circular-arc
grooves (DF set) enables a mounting error to be absorbed even under a preload, thus to achieve
highly accurate, smooth straight motion.

[High Durability]
Even under a preload or excessive biased load, differential slip of balls does not occur. As a result,
smooth motion, high wear resistance, and long-term maintenance of accuracy are achieved.

[Stainless Steel Type also Available]
A special type which LM block, LM rail and balls are made of stainless steel is also available.

TEEL A-171
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Types

Model HSR-A

The flange of its LM block has tapped holes.

Specification Table=B-62

Model HSR-B

The flange of the LM block has through holes.
Used in places where the table cannot have
through holes for mounting bolts.

Model HSR-R Grade Ct

The flange of its LM block has tapped holes.
Can be mounted from the top or the bottom.

Model HSR-R

Having a smaller LM block width (W) and
tapped holes, this model is optimal for compact
design.

Low-priced LM rails and LM blocks are individu-
ally stocked. We also have Ct grade model
HSR-R available with a short delivery time.

A-172 nRIC




Features of Each Model
Global Standard Size Model HSR

Model HSR-YR

When using two units of LM Guide facing each
other, the previous model required much time in
machining the table and had difficulty achieving
the desired accuracy and adjusting the clear-
ance. Since model HSR-YR has tapped holes
on the side of the LM block, a simpler structure
is gained and reduced man-hour and increase in
accuracy can be achieved.

Fig.1 Conventional Structure

Specification Table=B-74

Fig.2 Mounting Structure for Model HSR-YR

Model HSR-LA

The LM block has the same cross-sectional
shape as model HSR-A, but has a longer overall
LM block length (L) and a greater rated load.

Specification Table=B-62

Model HSR-LB

The LM block has the same cross-sectional
shape as model HSR-B, but has a longer overall
LM block length (L) and a greater rated load.

TEEl A-173
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Model HSR-LR Specification Table=B-70

The LM block has the same cross-sectional
shape as model HSR-R, but has a longer overall
LM block length (L) and a greater rated load.

Model HSR-CA Specification Table=B-76

Has six tapped holes on the LM block.

Model HSR-CB

The LM block has six through holes. Used in
places where the table cannot have through
holes for mounting bolts.
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Features of Each Model
Global Standard Size Model HSR

Model HSR-HA Specification Table=B-76

The LM block has the same cross-sectional
shape as model HSR-CA, but has a longer over-
all LM block length (L) and a greater rated load.
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Model HSR-HB

The LM block has the same cross sectional
shape as model HSR-CB, but has a longer over-
all LM block length (L) and a greater rated load.

Models HSR 100/120/150 HA/HB/HR Specification Table=>B-80

Large types of model HSR that can be used in
large-scale machine tools and building struc-

tures.
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Rated Loads in All Directions

The basic load ratings are uniform in the four directions (radial, reverse radial and lateral directions),
and their actual values are provided in the specification table for HSR.

Fig.3 Model HSR Fig.4 Model HSR-YR

Equivalent Load

When the LM block of model HSR receives loads in the reverse radial and lateral directions simulta-
neously, the equivalent load is obtained from the equation below.

Pe = Pr (PL)+PT

P: : Equivalent load (N)
: Radial direction
: Reverse radial direction
: Lateral direction

Pz :Radial load (N)
P.  : Reverse radial load (N)
P+ :Lateral load (N)

A-176 ALK



Features of Each Model
Global Standard Size Model HSR

Service Life

For details,see A-100.

Radial Clearance Standard

For details,see A-114.

Accuracy Standards

For details,see A-119.

Shoulder Height of the Mounting Base and the Corner Radius

For details,see A-328.

Error Allowance in the Parallelism between Two Rails

For details,see A-333.

Error Allowance in Vertical Level between Two Rails

For details,see A-336.
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Models HSR-A and HSR-AM, Models HSR-LA and HSR-LAM

4-S B B

SER il ri i
M N T [P w v / ®)
% % [ Hs Hs
W2 W1
Models HSR15 to 35A/LA/AM/LAM Models HSR45 to 85A/LA
Outer dimensions LM block dimensions
Model No. |Height|Width|Length S
nipple
Mlw|L|B|lc|s|L|t|T|T|K|N]|E Hs
HOR 1AM | 24 [ 47 [566] 38 | 30 | M5 [388] — | 7 | 11 (193] 4.3 | 55 |PBt021B| 3.5
HOR20A | 30 [ 63 [ 74 | 53| 40 | M6 508 — | 10 (95| 26 | 5 | 12 | B-MeF | 4
HoR20LA | 30 | 63 | 00 | 53 | 40 | me 668 — | 10| 95|26 | 5 |12 |BMEF | 4
HOR25Aw | 36 | 70 |83.1| 57 | 45 | me [s95| — | 11 | 16 [305] 6 | 12 | B-MeF | 55
HoR25LAW | 36 | 70 |1022| 57 | 45 | m8 [786| — | 11 | 16 [305] 6 | 12 | B-MeF | 55
HOR30AW | 42 | o0 |98 |72 | 52 [mt0|704| — | o |18 |35 | 7 | 12 |BMeF| 7
HORSOLAW | 42 | o0 |1208| 72 | 52 [m10] 83 | — | o [ 18 |35 | 7 | 12 |BMeF | 7
HOR35AM | 48 | 100 [1004| 82 | 62 [M10[80.4| — | 12 | 21 [405| 8 | 12 | B-MeF | 75
HOR3SLAW | 48 | 100 |134.8| 82 | 62 [Mt0|1058] — | 12 | 21 [405] 8 | 12 | B-MeF | 75
HSR45A | 60 [ 120 [[13% 100 | 80 [M12[, 38, 25 | 13 | 15 | 50 | 10 | 16 [B-PTUB| 10
HoR A, 70 | 140 |63, 116 | 95 |M14 |18 | 20 |135] 17 | 57 | 11 | 16 [B-PTI8| 13
HoReoA, 90 | 170 | 425|142 | 110 | M16 | bt | 37 [215| 23 | 76 | 19 | 16 [B-PT18| 14
R 8o | 110|215 |2425] 185 | 140 | M20 [1785| 55 | 28 | 30 | 04 | 23 | 16 |B-PTUB| 16

HSR25 A 2 QZ UU Co M +1200L PT M -1

-1 T

Contamlnatlon Stalnless steel | Symbol for
Model Type of W|th Qz protection Stalnless steel LM rail length M A No. of rails used
number LM block | Lubricator accesso,y LM block (in mm) Symbol for LM rail | on the same
symbol (* jointed use plane (*4)
Radial clearance symbol (*2) Accuracy symbol (*3)
No. of LM blocks Normal (No symbol) Normal grade (No Symbol)/ngh accuracy grade (H)
used on the same Light preload (C1) Precision grade (P)/Super precision grade (SP)
rail Medium preload (CO) Ultra precision grade (UP)

(*1) See contamination protection accessory on A-368. (*2) See A-114. (*3) See A-119. (*4) See A-59.
Note) This model number indicates that a single-rail unit constitutes one set. (i.e., required number of sets when 2 rails are

used in parallel is 2 at a minimum.)
Those models equipped with QZ Lubricator cannot have a grease nipple.
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Unit: mm
LM rail dimensions Baggrlgad Static permissible moment kN-m* Mass
Mx Ms Mo
Width Height| Pitch Length*| C | Go aY N " bll_(;\cll:k Ir_al\lll
= = | = {5}
Wi 1 |[Double| 1 |[Double| 1
coml W | M| F | dixdixh | Max | kN[ kN[0 (Bolel 1 Double) (B kg | kgim
15 | 16 | 15 | 60 |4.5%7.5%523 (?328) 8.33|13.5|0.0805|0.457|0.0805|0.457(0.0844| 0.2 | 1.5
20 [21.5| 18 | 60 | 6X9.5%85 (?238) 13.8(23.8| 0.19 | 1.04 | 0.19 | 1.04 |0.201| 035 | 23
20 [215] 18 | 60 | 6x9.5%8.5 (3238) 21.3(31.8(0.323] 1.66 [0.323| 1.66 | 027 | 047 | 23
23 [235] 22 | 60 | 7x11x9 (gggg) 19.9(34.4(0.307| 1.71 |0.307| 1.71 |0.344| 059 | 33
23 [235] 22 | 60 | 7x11x9 (2838) 27.2|45.9(0.520| 2.74 [0.529| 2.74 |0.459| 075 | 3.3
28 | 31 | 26 | 80 | 9x14x12 (2228) 28 |46.8(0.524| 2.7 [0.524| 2.7 |0562| 1.4 | 48
28 | 31 | 26 | 80 | 9x14x12 (2‘5’38) 37.3|62.5|0.889| 4.37 [0.889| 4.37 |0.751| 13 | 48
34 | 33| 209 | 80 | 9x14x12 (gggg) 37.3(61.1(0.782| 3.93 [0.782| 3.93 |0.905| 1.6 | 6.6
34 | 33 | 20 | 80 | 9x14x12 (gggg) 502|815[132 (635|132 |635| 12 | 2 6.6
o [s7a] 3 [0 e | s | 01 TR 1 0 25 |
53 |435| 44 | 120 | 16x23x20 | 3060 |8§3| 130|245 113212451321 8.2 1 45 1 454
63 [535| 53 | 150 | 18x26x22 | 3000 | ja3 [312] }8 |2351 4.8 123519821 85 ) 555
s o5 | o5 |0 awoowas | oo | 28|38 501 53503 58 | B | 2

Note) Symbol M indicates that stainless steel is used in the LM block, LM rail and balls. Those models marked with this symbol
are therefore highly resistant to corrosion and environment.
The maximum length under “Length*” indicates the standard maximum length of an LM rail. (See B-82.)
Static permissible moment*: 1 block: static permissible moment value with 1 LM block
Double blocks: static permissible moment value with 2 blocks closely contacting with each other

Description of Each Option =A-351

Dimensions=B-223

Rl B-63
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Models HSR-B, HSR-BM, HSR-LB and HSR-LBM

w
4-gH B
Jre o 1i
M T (K)
T
L | Hs
W2 Wi
Outer dimensions LM block dimensions
Model No. |Height|Width|Length Grease
nipple
M|lw|L|B|lc|H|L|[t|T|™|K|N|E H
HSR 158
R 1280 24 | 47 |566| 38 | 30 | 45 (388| 11 | 7 | 7 |193| 43 | 55 |PB1021B| 3.5
FSR 208
S 30 | 63 | 74 | 53 | 40 | 6 |508| 10 | 95| 10 | 26 | 5 | 12 | B-M6F | 4
HSR 2008
R aoBM | 30|63 |90 |53 |40 | 6 |668] 10 |95 10 [ 26 [ 5 | 12 | B-M6F | 4
FISR 258
T 36 | 70 |831| 57 | 45 | 7 |595| 16 | 11 | 10 |305| 6 | 12 | B-M6F | 55
HSR 25LB
HoR 22ram | 36 | 70 |1022| 57 | 45 | 7 |786| 16 | 11 | 10 [305| 6 | 12 | B-M6F | 55
FISR 308
R Sy 42 | 90 |98 | 72 | 52 | 9 [704| 18 | 9 |10 |35 | 7 | 12 |B-M6F | 7
FSR 30LB
HoR00BM | 42 | 90 |1208| 72 |52 | 9 |93 |18 | 9 | 10 [ 35 | 7 | 12 |B-MeF | 7
f{ER}E 0 48 | 100 (1094 82 | 62 | 9 |804| 21 | 12 | 13 [405| 8 | 12 | B-M6F | 7.5
HSR 35BM : : : :
HSR 3508
HaR 5alBM | 48 [ 100 1348 82 | 62 | 9 [1058] 21 | 12 | 13 [405| 8 | 12 | B-M6F | 7.5
HSR 458 139 98
ooy 60 | 120 [, 2% 100 | 80 | 11 |55l 25 | 13 | 15 | 50 | 10 | 16 |B-PT18| 10
HSR 558 163 118
HaR 2208 70 [ 140 005 116 | 95 | 14 |18, 20 [135( 17 | 57 | 11 | 16 |B-PTU/8| 13
FISR 658 186 147
LA 90 [ 170 | 30| 142 | 110 | 16 |3l 37 [215( 23 | 76 | 19 | 16 |B-PT1/8| 14
HSR 858 2456 178.6
1SR 8506 110 | 215 |%07| 185 | 140 | 18 [1785) 55 | 28 | 30 | 94 | 23 | 16 |[B-PT8| 16
HSR25 B 2 QZ UU CO0 M +1200L PT M -1

-1 T -1 T I ]
Model Type of With QZ COTtaftm"atlon
number LM block | Lubricator gg%:scsg;

symbol (*1)

Stalnless steel
LM block

LM rail length
(in mm) M rail

Symbol for LM rail

No. of LM blocks
used on the same rail

Radial clea

Normal (No symbol)
Light preload (C1)
Medium preload (C0)

jointed use

rance symbol (*. Accuracy symbol (*

Ultra precision grade (UP)

Stalnless steel Symbol for

No. of rails used
on the same
plane (*4)

Normal grade (No Symbol)/H|gh accuracy grade (H)
Precision grade (P)/Super precision grade (SP)

(*1) See contamination protection accessory on A-368. (*2) See A-114. (*3) See A-119. (*4) See A-59.

Note) This model number indicates that a single-rail unit constitutes one set. (i.e., required number of sets when 2 rails are

used in parallel is 2 at a minimum.)

Those models equipped with QZ Lubricator cannot have a grease nipple.

AL
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Unit: mm
LM rail dimensions Baggrlgad Static permissible moment kN-m* Mass
Mx Ma Mo
. - . M | L
Width Height| Pitch Length*| C | Go e’ s ™ | block rail
=0 = | = 7
Wi 1 [Double| 1 |Double| 1
s005] We | M | F | doxdeXh ] Max ] kN | KN ook blocks | block | blocks | block| 9| ka/m
15 | 16 | 15 | 60 |4.5%7.5%5.3 (?‘2’28) 8.33[13.5|0.0805|0.457|0.0805|0.457|0.0844| 0.2 | 1.5
20 [215] 18 | 60 | 6x9.5%8.5 (?228) 13.8|23.8| 0.19 | 1.04 | 0.19 | 1.04 [0.201| 035 | 2.3
20 |215] 18 | 60 | 6x9.5x85 (?238) 213(31.8[0.323| 1.66 |0.323| 1.66 | 0.27 | 047 | 2.3
23 |235| 22 | 60 | 7x11x9 éggg) 19.9|34.4(0.307| 1.71 [0.307| 1.71 |0.344| 059 | 3.3
23 [235] 22 | 60 | 7x11x9 (‘3828) 27.2|45.9(0.520| 2.74 [0.529| 2.74 |0.459| 075 | 33
28 | 31 | 26 | 80 | 9x14x12 (gggg) 28 |46.8|0.524| 2.7 |0.524| 2.7 |0.562| 1.1 | 48
28 | 31 | 26 | 80 | 9x14x12 (gggg) 37.3(62.5(0.889| 4.37 [0.889| 4.37 [0.751| 1.3 | 4.8
34 | 33 | 29 | 80 | 9x14x12 (gggg) 37.3|61.1|0.782| 3.93 |0.782| 3.93 |0.905| 16 | 66
34 | 33 | 29 | 80 | 9x14x12 (gggg) 502|815/ 132|635 | 132635| 12 | 2 6.6
60 [056( 142 [7.02 [ 142|792 183 | 28
45 37.5| 38 | 105 | 14x20X17 | 3000 |0, 9581 142 | 7921142 17921 1831 28 | 4
53 [435| 44 | 120 | 16x23x20 | 3060 385113712451 132 124511321 321 25 | 151
s [s03] 5 |0 | oo |som |3 [ B2 SR e 58 | 0 [ =
210 [ 310 | 8.31 [456 [8.31 456 11 | 17
85 | 65 | 65 | 180 | 24x35x28 | 3000 | 510 | 3101831 1456185114561 11 17 | 352

Note) Symbol M indicates that stainless steel is used in the LM block, LM rail and balls. Those models marked with this symbol
are therefore highly resistant to corrosion and environment.
The maximum length under “Length*” indicates the standard maximum length of an LM rail. (See B-82.)
Static permissible moment*: 1 block: static permissible moment value with 1 LM block
Double blocks: static permissible moment value with 2 blocks closely contacting with each other

Description of Each Option =A-351

Dimensions=B-223
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Model HSR-C Grade Ct

4-s

(#H through)

T1I TL :

M L
R tHs
W2 Wi ‘
Outer . .
e, LM block dimensions
Model No. | Height | Width [Length Grease
nipple
M w L B C S H L+ T T K N E Hs
HSR 15C (Ct) | 24 | 47 [56.6| 38 | 30 | M5 | 44 |38.8| 7 11 |119.3| 4.3 | 55 | PB1021B | 3.5
HSR20C (Ct) | 30 | 63 | 74 | 53 | 40 | M6 | 5.4 |50.8| 10 | 9.5 | 26 5 12 B-M6F 4
HSR25C (Ct) | 36 | 70 {83.1| 57 | 45 | M8 | 6.8 |59.5| 11 16 |30.5| 6 12 B-M6F 5.5
HSR30C(Ct) | 42 | 90 | 98 | 72 | 52 [M10| 85 |704| 9 18 | 35 7 12 B-M6F 7
HSR 35C (Ct) | 48 | 100 {109.4| 82 | 62 [M10| 8.5 |80.4| 12 | 21 [40.5| 8 12 B-M6F 7.5
Block: HSR25 C 1 SS Ct BLOCK
Model Type of Accuracy symbol
number LM block Indicates Ct Class
Contamination protection
This variant: 1 accessory symbol (*1) Block symbol
Rail: HSR25 -3000L Ct7 RAIL

T
LM rail length
(in mm)

T
| Rail symbol

Accuracy symbol
Ct 7 Class (Ct7) / Ct 5 Class (Ct5)

(*1) See contamination protection accessory on A-368.
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Unit: mm
LM rail dimensions Barsaigrl]t;ad Static permissible moment kN-m* Mass
. NN Ma Ms Me | |m '
Width Height| Pitch Length *| C Co Y e’ ™ | block LM rail
=N = |
ims L L I LR blgck Bcke blgck Dcke bI;ck | L
15 | 16 | 15 | 60 | 4.5X7.5X5.3 | 3000 |8.33|13.5/0.0805|0.457 |0.085|0.457 | 0.0844| 0.2 1.5
20 [21.5| 18 | 60 | 6X9.5X8.5 | 3000 [13.8(23.8(0.19 | 1.04 | 0.19 | 1.04 |0.201| 0.35 23
23 |235| 22 | 60 7X11X9 3000 |19.9(34.4|0.307( 1.71|0.307 | 1.71 | 0.344| 0.59 3.3
28 | 31 | 26 | 80 | 9X14X12 | 3000 | 28 |46.8|0.524| 2.7 |0.524| 2.7 |0.562| 1.1 4.8
34 | 33 | 29 | 80 | 9%X14X12 | 3000 [37.3(61.1(0.782| 3.93 |0.782| 3.93 |0.905| 1.6 6.6
Note) The maximum length under “Length*” indicates the standard maximum length of an LM rail. (see B-82)

Static permissible moment*: static permissible moment value with 1 LM block

Description of Each Option =A-351

Dimensions=B-223
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Model HSR-RM

L
4-Sx({ B Ly
sd c
N pdz | |
RN h o) o)
M T (K)
m i w -G | =
R Hs | / H 1
#L @di
Wa| W1 F
Models HSR8RM and 10RM
Outer dimensions LM block dimensions
Grea
Model No.  |Height|Width|Length sing Grease
hole ’
nipple
M w L B C SX/f L+ T K N E d Hs
HSR 8RM 11 16 24 10 | 10 [M2X25]| 15 — | 89|26 | — |22 — 2.1
HSR 10RM 13 20 31 13 | 12 [M26X25/201| — |10.8| 35| — | 25 — 22
HSR 12RM 20 27 45 15 | 15 |M4X45/305| 6 |16.9| 5.2 4 — | PB107 | 31
HSR12 R 2 UU C1 M +670L H T M -1
- T 1T T
Model Type of Cort“aft"'"at'on Stainless LM rail length Stainless Symbol for
number LM block g[:%:scsgr';/ steel (in mm) steel LM rail | No. of rails used
symbol (* LM block on the same
Symbol for LM rail | plane (*4)
No. of LM blocks Radial clearance symbol (*2) jointed use
used on the same Normal (No symbol)

rail Light preload (C1) Accuracy symbol (*3) .
Normal grade (No Symbol)/High accuracy grade (H)
Precision grade (P)/Super precision grade (SP)

(*1) See contamination protection accessory on A-368. (*2) See A-114. (*3) See A-119. (*4) See A-59.

Note) This model number indicates that a single-rail unit constitutes one set. (i.e., required number of sets when 2 rails are
used in parallel is 2 at a minimum.)
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w (E) L
4-Sx( B L1
C
7 xﬁm‘—ﬂ"ﬂ—i gd2 T T
e Ny N [ Ll
: h| -4 :
M B (K) —
LS+ w | Se——=
L Hs / T T
J gd1
Wa| W1 F
Model HSR12RM
Unit: mm
e . Basic load Static permissible
LM rail dimensions rating e L Mass
Ma Me Mec
Width Height| Pitch Length*| C | Co e s Y bll_;\:l:k Ir‘;\ﬂ
= e |
Wi 1 |Double] 1 |Double| 1
+0.05| Wo | M| F o dexdaXho ) Max | KN KN 00k | blocks | block | blocks | block | K9 | K9/m
8 4 6 20 |2.4X4.2X23 | (275) |1.08 |2.16(0.00492(0.0319(0.00492({0.0319(0.00727| 0.012 0.3
10 5 7 25 | 3.5X6X3.3 | (470) |1.96 (3.82(0.0123({0.0716{0.0123(0.0716(0.0162 0.025 | 0.45
12 | 75 | 11 | 40 | 3.5X6X4.5 | (670) | 4.7 |8.530.0409|0.228|0.0409|0.2280.0445| 0.08 0.83

Note) Since stainless steel is used in the LM block, LM rail and balls, these models are highly resistant to corrosion and envi-
ronment.
The maximum length under “Length*” indicates the standard maximum length of an LM rail. (See B-82.)
Static permissible moment*: 1 block: static permissible moment value with 1 LM block
Double blocks: static permissible moment value with 2 blocks closely contacting with each other

Description of Each Option =A-351

Dimensions=B-223
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Models HSR-R, HSR-RM, HSR-LR and HSR-LRM

PRt

- [$%] -

Ll Hs
W2 Wi
Outer dimensions LM block dimensions
Model No. |Height| Width |Length Grease
nipple

M|lwl|L|B|c|sxt |L|T|KI|NI|E Ho
R 2R M 28 | 34 |566| 26 | 26 | Max5 |388| 6 |233| 83 | 55 |PB1021B| 3.5
AR 30 | 44 | 74 | 32 | 36 | M5X6 |508| 8 | 26 | 5 | 12 | B-M6F | 4
AR 20LRM | 30 | 44 | 90 | 32 | 50 | M5x6 |668| 8 | 26 | 5 | 12 | BM6F | 4
Ry 40 | 48 [ 83.1| 35 | 35 | M6X8 |595| 9 |345| 10 | 12 | B-M6F | 55
HSRZSLRW | 40 | 48 [1022| 35 | 50 | M6x8 |786| 9 [345| 10 | 12 | B-M6F | 55
R S0R M 45 | 60 | 98 | 40 | 40 | M8x10 [704| 9 | 38 | 10 | 12 | B-M6F | 7
R S0LRM | 45 | 60 [1206| 40 | 60 | M8x10| 93 | 9 |38 | 10 | 12 | B-M6F | 7
HISRISSR 55 | 70 [109.4| 50 | 50 | M8x12 |80.4 | 11.7 |475| 15 | 12 | B-M6F | 755
HSR 35RM
HOR3SLRW | 55 | 70 [134.8] 50 | 72 | MBX12 [105.8( 11.7 [475| 15 | 12 | B-M6F | 7.5
EADE 70 | 86 |13 ) 60 | §O [mi0x17|,38.1 15 [ 60 | 20 | 16 | BPTIB | 10
HeR R 80 | 100 |03 | 75 | I3 |m12x18| 118 | 205| 67 | 21 | 16 | B-PTI8 | 13
HoRER. 90 | 126 [ 85| 76 | [ [M16x20|,047 | 23 | 76 | 19 | 16 | BPTIB | 14
HSR &R 110 | 156 | 250 ( 100 | B9 [m18x25(1785( 29 | 04 | 23 | 16 | BPTIB | 16

HSR35 R 2 QZ SS CO M +1400L P T M -II

-1 T -1 C_t'_' . B D I T Svmbol f
Model Type of With Qz ~ Zomaminalion| giainjess steel LM rail length Stainless steel | Symbol for
number LM block  |Lubricator Bousssery | LM block (in mm) M rail No. of rails used
A mbol for on the same
symbol (*1) Symbol fol
LM rail jointed use | plane (*4)

No. of LM blocks Radial clearance symbol (*2)  Accuracy symbol (*3)

used on the same Normal (No symbol) Normal grade (No Symbol)/High accuracy grade (H)

rail Light preload (C1) Precision grade (P)/Super precision grade (SP)

Medium preload (CO0) Ultra precision grade (UP)

(*1) See contamination protection accessory on A-368. (*2) See A-114. (*3) See A-119. (*4) See A-59.

Note) This model number indicates that a single-rail unit constitutes one set. (i.e., required number of sets when 2 rails are
used in parallel is 2 at a minimum.)
Those models equipped with QZ Lubricator cannot have a grease nipple.

B-70 MR




(E) L

L1
c
gda Nl L i
" ‘ - e = 1b -
h| —— -
M e e =
) il T 5
J» @di ‘ g-
F ‘ ®
Unit: mm
LM rail dimensions Barsaignlgad Static permissible moment kN-m* Mass
Mx Ma Mo
Width Height| Pitch Length*| C | Go aY s Y bIL(xI:k t{m
=h == 7
Wi 1 |Double| 1 |Double| 1
+0.05| Wo | M| Fo o dexdaXho ) Max | KN KN 00k | blocks | block | blocks | block | K9 | k9/m
15 | 95 | 15 | 60 |4.5%7.5%5.3 (?828) 8.33[13.5|0.0805(0.457 |0.0805|0.457(0.0844| 0.18 | 1.5
20 | 12 | 18 | 60 | 6x9.5%85 (?288) 13.8|23.8| 0.19 | 1.04 | 0.19 | 1.04 [0.201| 025 | 2.3
20 | 12 | 18 | 60 | 6x9.5%85 (?238) 21.3|31.8[0.323| 1.66 |0.323| 1.66 | 0.27 | 0.35 | 2.3
3000

23 |125| 22 | 60 7X11X9 (2020) 19.9(34.410.307( 1.71 {0.307| 1.71 (0.344| 0.54 3.3

23 [125] 22 | 60 | 7x11x9 (2828) 27.2|45.9(0.520| 2.74 |0.529| 2.74 |0.450| 067 | 3.3

28 | 16 | 26 | 80 | 9x14x12 (gggg) 28 |46.8|0.524| 2.7 |0.524| 2.7 |0.562| 09 | 48

28 | 16 | 26 | 80 9X14X12 (gggg) 37.3|62.5(0.889| 4.37 (0.889| 4.37 |0.751| 1.1 4.8

34 | 18 | 29 | 80 | 9x14x12 (gggg) 37.3|61.1|0.782| 3.93 |0.782| 3.93 |0.905| 15 | 66

34 | 18 | 29 | 80 | 9x14x12 (gggg) 502(815]1.32 635|132 |635| 1.2 | 2 6.6

60 (056|142 [7.02 142|792 183 | 26
45 (205| 38 [ 105 | 14x20X17 | 3000 |20, (9581142 ) 1.92 142792 ) 1831 2. 11
88.5(137 | 2.45 [ 13.2 | 245 [ 132 | 32 | 43
53 1235 44 | 120 | 16X23X20 | 3060 | 419 | 183 | 422 | 213|422 | 213 |428| 54 | 151

141215| 48 [ 235 48 (235|582 | 7.
63 |31.5( 53 [ 150 | 18X26X22 | 3000 192 | 286 | 8.72 | 405 | 8.72 | 405 | 7.7 93 225

210 (310 8.31 | 45.6 | 8.31 | 456 | 11 13
85 |35.5| 65 | 180 | 24X35X28 | 3000 282|412 | 142 | 725 | 142 | 725 | 14.7 16 35.2

Note) Symbol M indicates that stainless steel is used in the LM block, LM rail and balls. Those models marked with this symbol
are therefore highly resistant to corrosion and environment.
The maximum length under “Length*” indicates the standard maximum length of an LM rail. (See B-82.)
Static permissible moment*: 1 block: static permissible moment value with 1 LM block
Double blocks: static permissible moment value with 2 blocks closely contacting with each other

Description of Each Option =A-351 Dimensions=B-223 ﬁ:ﬂ_::« B-71



Model HSR-R Grade Ct

W

4-Sx{

ﬁ

L

Q}

L\

Outer dimensions LM block dimensions
Model No.  [Height| Width | Length Grease
nipple
M W L B C SX{ L+ T K N E Hs
HSR 15R (Ct) | 28 34 | 56.6 | 26 | 26 M4 X5 388| 6 |233|83 |55 |PB1021B| 3.5
HSR 20R (Ct) | 30 44 74 32 36 M5X6 50.8| 8 26 5 12 B-M6F 4
HSR 25R (Ct) | 40 48 [83.1| 35 | 35 M6X8 595 9 |345]| 10 12 B-M6F 55
HSR 30R (Ct) | 45 60 98 40 | 40 M8X10 [704| 9 38 10 12 B-M6F 7
HSR 35R (Ct) | 55 70 [109.4| 50 50 M8X12 [80.4|11.7|475| 15 12 B-M6F 7.5
Block: HSR35 R 1 SS Ct BLOCK
- 1 T
Model Type of Accuracy symbol
number LM block Indicates Ct Class
Contamination protectlon
This variant: 1 accessory symbol (*1) Block symbol
Rail: HSR25 -3000L Ct5 RAIL

T
LM rail length

(in mm)

T
| Rail symbol

Accuracy symbol

Ct 7 Class (Ct7) / Ct 5 Class (Ct5)

(*1) See contamination protection accessory on A-368.
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Unit: mm
LM rail dimensions Ba;lig;c;ad Static permissible moment kN-m* Mass
, . Ma g Mo | Lm :
Width Height| Pitch Length *| C Co Y e’ ™ | block LM rail
=N = |
ims bl | W | IE ) Eeseda LR R B blgck Dhcte blgck Dhcke blgck )| L
15 | 95 | 15 | 60 | 4.5X7.5X5.3 | 3000 |8.33|13.5|0.0805|0.457|0.085|0.457 | 0.0844 | 0.18 1.5
20 | 12 | 18 | 60 | 6X9.5X8.5 | 3000 (13.8(23.8(0.19 | 1.04 [ 0.19 | 1.04 |0.201| 0.25 23
23 [125] 22 | 60 7X11X9 3000 [19.9]34.4|0.307 | 1.71 |0.307 | 1.71 |0.344| 0.54 3.3
28 | 16 | 26 | 80 | 9X14X12 | 3000 | 28 [46.8(0.524| 2.7 |0.524| 2.7 |0.562| 0.9 4.8
34 | 18 | 29 | 80 | 9X14X12 | 3000 [37.3(61.1(0.782| 3.93 [0.782| 3.93 |0.905| 1.5 6.6
Note) The maximum length under “Length*” indicates the standard maximum length of an LM rail. (see B-82)

Static permissible moment*: static permissible moment value with 1 LM block

Description of Each Option =A-351

Dimensions=B-223
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Models HSR-YR and HSR-YRM

W

4-SX{

M (K)
[Hs
Outer dimensions LM block dimensions

Model No. |Height| Width Length rease

nipple
M |W]| L |[B |B|C| SXt |L|K|N]|E Hs
:gs 12¥§M 28 | 335|566 | 43 |115]| 18 M4X5 |38.8|233| 83 | 55 |PB1021B| 3.5
:gs %giEM 30 |435| 74 4 [115] 25 M5X6 | 50.8 | 26 5 12 B-M6F 4
:22 ggng 40 | 47.5|83.1 6 16 30 M6X6 | 59.5|345| 10 12 B-M6F 5.5
R YR | 45 |595| 98 | 8 | 16 | 40 | Mex9 |704| 38 | 10 | 12 | B-MeF | 7
:gs ggisM 55 |69.5(109.4| 8 23 | 43 | M8X10 | 80.4 | 47 15 12 B-M6F | 7.5

HSR 45YR 70 | 855|139 | 10 | 30 | 55 [M10X14| 98 | 60 | 20 16 | B-PT1/8 | 10

HSR 55YR 80 (995|163 | 12 | 32 | 70 |M12X15| 118 | 67 | 21 16 | B-PT1/8 | 13
HSR 65YR 90 (1245|186 | 12 | 35 | 85 |M16X22| 147 | 76 19 | 16 | B-PT1/8 | 14

HSR25 YR 2 UU Co M +1200L PT M -1

-1 ___ ~T1_
Model Type of Contammanon Stalnless LM rail length Stalnless Symbol for
number LM block protection (in mm) steel No. of rails used
Symbol (1) iy block LMrail | on the(sa)me
i | plane (*4

No. of LM blocks Radial clearance symbol (*2) ch;)il:;gglufger LM rail

used on the same ~ Normal (No symbol) N

rail Light preload (c1) Accuracy symbol (*3)

Medi load (CO Normal grade (No Symbol)/High accuracy grade (H)
edium preload (C0) Precision grade (P)/Super precision grade (SP)
Ultra precision grade (UP)

(*1) See contamination protection accessory on A-368. (*2) See A-114. (*3) See A-119. (*4) See A-59.

Note) This model number indicates that a single-rail unit constitutes one set. (i.e., required number of sets when 2 rails are
used in parallel is 2 at a minimum.)
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Unit: mm
. . Basic load Static permissible
LM rail dimensions rating T Mass
Mx Ms Mo
Width Height| Pitch Length*| C | Go ey N " bll_(;\c/l:k Ir_al\lll
= == il
Wi 1 |[Double| 1 |[Double| 1
onsl We | M| F | dixdixh | Max [ kN[N [ 0 (Double 4 TDoublel 1| g | kgim
15 | 24 | 15 | 60 | 45x75%53 (?(2’28) 8.33|13.5(0.0805|0.457|0.0805|0.457[0.0844| 0.18 | 1.5
20 |315] 18 | 60 | 6x9.5x85 (?ggg) 138(23.8] 0.19 | 1.04 | 0.19 | 1.04 [0.201| 025 | 23
23 | 35 | 22 | 60 | 7x11x9 (gggg) 19.9|34.4[0.307| 1.71 |0.307| 1.71 |0.344| 054 | 3.3
28 |435| 26 | 80 | 9x14x12 (gggg) 28 |46.8|0.524| 2.7 |0.524| 27 |0.562| 09 | 48
3000

34 |51.5| 29 | 80 9X14X12 37.3|61.1(0.782| 3.93 |0.782| 3.93 |0.905| 1.5 6.6

(2520)

45 | 65 | 38 | 105 | 14X20X17 | 3090 | 60 |95.6|1.42|7.92|142|792|183| 26 11

53 | 76 | 44 | 120 | 16X23X20 | 3060 (88.5|137 |245|13.2|245|13.2| 3.2 4.3 15.1

63 | 93 | 53 [ 150 | 18X26X22 | 3000 (141 [215| 4.8 | 23.5| 48 [235(582| 7.3 225

Note) Symbol M indicates that stainless steel is used in the LM block, LM rail and balls. Those models marked with this symbol
are therefore highly resistant to corrosion and environment.
The maximum length under “Length*” indicates the standard maximum length of an LM rail. (See B-82.)
Static permissible moment*: 1 block: static permissible moment value with 1 LM block
Double blocks: static permissible moment value with 2 blocks closely contacting with each other

Description of Each Option =A-351 Dimensions=B-223 ﬁ:ﬂ_::« B-75



Models HSR-CA, HSR-CAM, HSR-HA and HSR-HAM

W W
6-S B 6-S B
\
T T Tl [ i
r [ o |1 t 2
M | e T (K) M L
LD T
o [Hs Pl Hs
W2 W1 Wa W1
Models HSR20 to 35CA/HA/CAM/HAM Models HSR45 to 85CA/HA
Outer dimensions LM block dimensions
Model No. [Height{Width [Length Grease
nipple
M | W L B C S L4 t T T K N E Hs
HSR 20CA
HSR 20CAM 30 | 63 | 74 | 53 | 40 | M6 |508| — | 95| 10 | 26 | 5 12 | B-M6F | 4
HSR 20HA
HSR 20HAM 30 | 63 | 90 | 53 | 40 | M6 |66.8| — [ 95| 10 | 26 | 5 12 | B-M6F | 4
HSR 25CA
HSR 25CAM 36 | 70 |83.1| 57 | 45 | M8 |595( — | 11 | 16 |30.5| 6 12 | B-M6F | 5.5
HSR 25HA
HSR 25HAM 36 | 70 (1022 57 | 45 | M8 | 786 — | 11 | 16 |30.5| 6 12 | B-M6F | 5.5
HSR 30CA
HSR 30CAM 42 | 90 | 98 | 72 | 52 |M10|704| — 9 18 | 35 7 12 | B-M6F | 7
HSR 30HA
HSR 30HAM 42 | 90 |120.6| 72 | 52 |[M10| 93 | — 9 18 | 35 | 7 12 | B-M6F | 7
HSR 35CA
HSR 35CAM 48 | 100 {109.4| 82 | 62 |M10(804 | — 12 | 21 |40.5| 8 12 | B-M6F | 7.5
HSR 35HA
HSR 35HAM 48 | 100 |134.8| 82 | 62 |[M10|105.8) — | 12 | 21 |405| 8 12 | B-M6F | 7.5
HSR 45CA 139 98
HSR 45HA 60 | 120 |179g| 100 | 80 |M12|,50°g1 26 | 13 | 15 | 50 | 10 | 16 |B-PT1/8| 10
HSR 55CA 163 118
HSR 55HA 70 | 140 2011 116 | 95 | M14 156.1 29 |135| 17 | 57 11 16 |B-PT1/8| 13
HSR 65CA 186 147
HSR 65HA 90 | 170 |py5 5| 142 | 110 | M16 | 565 37 |21.5| 23 | 76 | 19 | 16 |B-PT1/8| 14
HSR 85CA 245.6 178.6
HSR 85HA 110 | 215 |“355°| 185 | 140 | M20 | 55°| 55 | 28 | 30 | 94 | 23 | 16 |B-PT1/8| 16
HSR25 HA 2 QZ KKHH CO M +1300L P T M -1
- 1 _ — I - T 1T T T
Model Type of With QZ Corgtartr_unatlon Stainless steel LM rail length Stalnless
number LM block Lubricator g(r:%:scsg’r'; LM block (in mm) steel
symbol (*1) ﬁccuralcy S)émt()ﬁl (23) bol) LM rail
No. of LM blocks  Radial clearance symbol (*2) ormal grade (No Symbol Symbol Symbol for
used on the same  Normal (No symbol) F"%'éa?@%“é?%é’??ge " fo¥ LM rail  No. of rails used
rail Light preload (C1) Super precision grade (SP) | jointed use ©On the same
Medium preload (CO) Ultra precision grade (UP) plane (*4)

(*1) See contamination protection accessory on A-368. (*2) See A-114. (*3) See A-119. (*4) See A-59.

Note) This model number indicates that a single-rail unit constitutes one set. (i.e., required number of sets when 2 rails are

used in parallel is 2 at a minimum.)

Those models equipped with QZ Lubricator cannot have a grease nipple.
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Unit: mm
LM rail dimensions Barsaltcirllgad S::g;gﬁ{n;ﬁ_srge Mass
Ma Ms Mec
Width Height| Pitch Length*| C | Co e 2 Y bll_(;\cll:k Ir_al\lll

= | SBR[ W

Wi 1 |[Double| 1 |Double| 1
005 W, | M: F diXd2Xh Max | kN | kN block | blocks | block | blocks | block kg kg/m

20 |215( 18 | 60 | 6X9.5X8.5 (?228) 13.8(23.8/0.19 | 1.04 | 0.19 | 1.04 [0.201| 0.35 23

20 [215] 18 | 60 | 6x95x85 |3000 151 3|3138(0.323| 1.66 [0.323| 1.66 | 0.27 | 047 | 2.3

(1480)
23 |235] 22 | 60 | 7X11x9 (gggg) 19.9(34.4(0.307| 1.71 |0.307| 1.71 |0.344| 059 | 3.3
23 |235| 22 | 60 | 7x11x9 (gggg) 27.2(45.9|0.529| 2.74 |0.529| 2.74 |0.459| 075 | 3.3
28 | 31| 26 | 80 | 9x14x12 (gggg) 28 |46.8|0.524| 2.7 |0.524| 2.7 |0562| 1.4 | 4.8
28 | 31 | 26 | 80 | 9x14x12 (2228) 37.3(62.5|0.889| 4.37 [0.889| 4.37 [0.751| 13 | 4.8
34 | 33 | 29 | 80 | 9x14x12 (gggg) 37.3/61.1]0.782| 3.93 [0.782| 3.93 [0.905| 1.6 | 6.6

34 | 33 | 209 | 80 | 9x14x12 (gggg) 50.2(815(1.32 [6.35|1.32 | 635 | 1.2 | 2 6.6

60 [056] 142 702|142 792 1.83| 28

45 [37.5| 38 | 105 | 14x20X17 | 3000 |20, [9581 142 | 7921142 17921 1831 28 | 4
885137 [ 2.45 [ 13.2 [ 245 [ 132 | 32 | 45

53 1435 44 | 120 | 16X23X20 | 3060 | 449 | 183 | 422 | 213|422 | 213 [ 428 | 57 | 151
741|215 | 4.8 |235| 48 | 235|582 | 85

63 |53.5( 53 | 150 | 18x26x22 | 3000 | Ja3| 282 | ;8 | 2331 48 123519821 8O 595

210310 | 831 [ 456 831 [456 | 11 | 17
85 | 65 | 65 | 180 | 24X35X28 | 3000 | 585 | 212 | 14.2 | 72,5 | 14.2 | 7255 | 147 | 23 | 352

Note) Symbol M indicates that stainless steel is used in the LM block, LM rail and balls. Those models marked with this symbol
are therefore highly resistant to corrosion and environment.
The maximum length under “Length*” indicates the standard maximum length of an LM rail. (See B-82.)
Static permissible moment*: 1 block: static permissible moment value with 1 LM block
Double blocks: static permissible moment value with 2 blocks closely contacting with each other

Description of Each Option =A-351 Dimensions=B-223 ﬁ:ﬂ_::« B-77



Models HSR-CB, HSR-CBM, HSR-HB and HSR-HBM

6-gH

¢ T T1L
M (K)
~ IHs
W2 Wi
Outer . .
dfifensens LM block dimensions
Model No. Height| Width |Length Grease
nipple
M| W] L B C H L+ t T | T K N E Hs
HSR 20CB
HSR 20GBM 30 | 63 | 74 | 53 | 40| 6 [50.8| 10 | 95| 10 | 26 | 5 | 12 | B-M6F 4
HSR 20HB
HSR 20HBM 30 | 63 | 90 | 53 | 40 | 6 [66.8| 10 | 95| 10 | 26 | 5 | 12 | B-M6F 4
HSR 25CB
HSR 25CBM 36 | 70 |83.1| 57 | 45| 7 |[59.5| 16 | 11 | 10 [30.5| 6 | 12 | B-M6F | 55
HSR 25HB
HSR 25HBM 36 | 70 (1022 57 | 45 | 7 |(78.6| 16 | 11 | 10 [30.5| 6 | 12 | B-M6F | 5.5
HSR 30CB
HSR 30CBM 42 | 90 | 98 | 72 | 52 | 9 |704| 18 | 9 | 10 | 35 | 7 | 12 | B-M6F 7
HSR 30HB
HSR 30HBM 42 | 90 (1206| 72 | 52 | 9 | 93 | 18 | 9 | 10 | 35 | 7 | 12 | B-M6F 7
HSR 35CB
HSR 35CBM 48 100 (1094| 82 | 62 | 9 |80.4| 21 | 12 | 13 | 40| 8 | 12 | B-M6F |75
HSR 35HB
HSR 35HBM 48 | 100 (1348 82 | 62 | 9 |1058| 21 [ 12 [ 13 | 40 | 8 | 12 | B-M6F | 7.5
HSR 45CB 139 98
HSR 45HB 60 | 120 170.8 100| 80 | 11 129.8 25|13 | 15 | 50 | 10 | 16 | B-PT1/8 | 10
HSR 55CB 163 118
HSR 55HB 70 | 140 5517 | 116| 95 | 14 | g5 | 29 |13.5| 17 | 57 | 11 | 16 B-PT1/8 | 13
HSR 65CB 186 147
HSR 65HB 90 | 170 2455 1421110 | 16 2065 37 |21.5| 23 | 76 | 19 | 16 | B-PT1/8 | 14
HSR 85CB 215 |245.6 178.6
HSR 85HB 110 110 | 303 185|140 | 18 236 | 29 28 | 30 | 94 | 23 | 16 | B-PT1/8 | 16
HSR35 CB 2 QZ ZZHH CO M +1400L P T M -1
- 1 __ — I -1 -1 I T
Model Type of With QZ Contamination Stalnless steel LM rail length Stalnless
number LM block Lubricator gg:():tgscstg)rr;, LM block (in mm) steel
symbol (*1) Accuracy symbol (*3 LM rail Symbol f
No. of LM blocks ~ Radial clearance symbol (*2) ”%T:Lg&i;‘gfy(g‘r‘; ng;f'\_‘t;OI) Symbol Symbol for
used on the same Normal (No symbol) Precision grade (P) forLMrail  on 'the same
rail Light preload (C1) Super precision grade (SP) | jointed use  plane (*4)

Medium preload (CO)

Ultra precision grade (UP)

(*1) See contamination protection accessory on A-368. (*2) See A-114. (*3) See A-119. (*4) See A-59.

Note) This model number indicates that a single-rail unit constitutes one set. (i.e., required number of sets when 2 rails are

used in parallel is 2 at a minimum.)

Those models equipped with QZ Lubricator cannot have a grease nipple.
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Unit: mm
e i Basic load Static permissible
LM rail dimensions rating e Mass
Ma Ms Mc
Width Height| Pitch Length*| C | Go aY N " bll_(;\cll:k Ir_al\lll

= | SBR[ W

Wi 1 |[Double| 1 |Double| 1
005 W, | M: F diXd2Xh Max | kN | kN block | blocks | block | blocks | block kg kg/m

20 |215( 18 | 60 | 6X9.5X8.5 (?228) 13.8(23.8/0.19 | 1.04 | 0.19 | 1.04 [0.201| 0.35 23

20 [215] 18 | 60 | 6x95x85 |3000 151 3|3138(0.323| 1.66 [0.323| 1.66 | 0.27 | 047 | 2.3

(1480)
23 |235] 22 | 60 | 7X11x9 (gggg) 19.9(34.4(0.307| 1.71 |0.307| 1.71 |0.344| 059 | 3.3
23 |235| 22 | 60 | 7x11x9 (gggg) 27.2(45.9|0.529| 2.74 |0.529| 2.74 |0.459| 075 | 3.3
28 | 31| 26 | 80 | 9x14x12 (gggg) 28 |46.8|0.524| 2.7 |0.524| 2.7 |0562| 1.4 | 4.8
28 | 31 | 26 | 80 | 9x14x12 (2228) 37.3(62.5|0.889| 4.37 [0.889| 4.37 [0.751| 13 | 4.8
34 | 33 | 29 | 80 | 9x14x12 (gggg) 37.3/61.1]0.782| 3.93 [0.782| 3.93 [0.905| 1.6 | 6.6

34 | 33 | 209 | 80 | 9x14x12 (gggg) 50.2(815(1.32 [6.35|1.32 | 635 | 1.2 | 2 6.6

60 [056] 142 702|142 792 1.83| 28

45 [37.5| 38 | 105 | 14x20X17 | 3000 |20, [9581 142 | 7921142 17921 1831 28 | 4
885137 [ 2.45 [ 13.2 [ 245 [ 132 | 32 | 45

53 1435 44 | 120 | 16X23X20 | 3060 | 449 | 183 | 422 | 213|422 | 213 [ 428 | 57 | 151
741|215 | 4.8 |235| 48 | 235|582 | 85

63 |53.5( 53 | 150 | 18x26x22 | 3000 | Ja3| 282 | ;8 | 2331 48 123519821 8O 595

3000 |210(3108.31 456 | 8.31 | 45.6 | 11 17 35.2

85 | 65 | 65 | 180 | 24X35X28 282 | 412 | 14.2 | 7255 | 142 | 725 | 14.7 | 23

Note) Symbol M indicates that stainless steel is used in the LM block, LM rail and balls. Those models marked with this symbol
are therefore highly resistant to corrosion and environment.
The maximum length under “Length*” indicates the standard maximum length of an LM rail. (See B-82.)
Static permissible moment*: 1 block: static permissible moment value with 1 LM block
Double blocks: static permissible moment value with 2 blocks closely contacting with each other

Description of Each Option =A-351 Dimensions=B-223 ﬁ:ﬂ_::« B-79



Models HSR-HA, HSR-HB and HSR-HR

Wi w
9-S B 9-gH B
T T | T T [ S
v = (K) y R )
i ~ IHs i | Ha
W2 Wi W2 W1
Models HSR100 to 150HA Models HSR100 to 150HB
Outer . .
e S LM block dimensions
Model No. i i
Height| Width |Length Grease
nipple
M| W L B C H SX/[ L T T4 K N E Hs
HSR 100HA 250 220 — M18* 32 | 35
HSR 100HB 120 | 250 | 334 | 220 | 200 | 20 - 261| 32 | 35 (100 | 23 | 16 |B-PT1/4{20.5
HSR 100HR 200 130 — |M18X27 33 | —
HSR 120HA 290 250 — M20* 34 | 38
HSR 120HB 130 | 290 | 365 | 250 | 210 | 22 — 287 | 34 | 38 110 (26.5( 16 |B-PT1/4| 20
HSR 120HR 220 146 — | M20X30 33.7| —
HSR 150HA 350 300 — M24* 36 | 40
HSR 150HB 145|350 | 396 | 300 | 230 | 26 — 314 | 36 | 40 | 123 | 29 | 16 |B-PT1/4|22.5
HSR 150HR 266 180 — | M24X35 33 | —
Note) "*" indicates a through hole.
HSR150 HR 2 UU C1 +2350L H T -0
Model Type of Contammatlon LM rail Iength Symbol Symbol f
number LM block protection (in mm) for LM rail N)cljr.noforaitljsr used
2;3%6[)5;”)’ jointed use | on the same plane (*4)
No. of LM blocks Radial clearance symbol (*2)  Accuracy symbol (*3)
used on the same Normal (No symbol) Normal grade (No Symbol)/High accuracy grade (H)
rail Light preload (C1) Precision grade (P)/Super precision grade (SP)
Medium preload (CO0) Ultra precision grade (UP)

(*1) See contamination protection accessory on A-368. (*2) See A-114. (*3) See A-119. (*4) See A-59.

Note) This model number indicates that a single-rail unit constitutes one set. (i.e., required number of sets when 2 rails are
used in parallel is 2 at a minimum.)
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Models HSR100 to 150HR

(E)

Unit: mm
- . Basic load Static permissible
LM rail dimensions rating I Mass
Ma Me Mc
Width Height| Pitch Length*| C | GCo Y N " bll_c!\:l:k IF;\II:
=1 | S |
Wi 1 |[Double| 1 [Double| 1
s005] We | M | F | doxdiXh ] Max ] kN | KN ook blocks | block | blocks |block| 9| ka/m
75
100 | 75 | 70 | 210 | 26X39X32 | 3000 | 351|506 | 19.4 [ 98.2 | 194|982 | 224 | 32 49
50
88
114 | 88 | 75 | 230 | 33X48X43 | 3000 429 |612|25.9 | 129 | 25.9 | 129 | 31.1 43 61
53
103
144 | 103 | 85 | 250 | 39X58X46 | 3000 | 518|728 |33.6 | 167 | 33.6 | 167 | 452 | 62 87
61

Note) The maximum length under “Length*” indicates the standard maximum length of an LM rail. (See B-82.)
Static permissible moment*: 1 block: static permissible moment value with 1 LM block
Double blocks: static permissible moment value with 2 blocks closely contacting with each other

Description of Each Option =A-351

Dimensions=B-223
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Standard Length and Maximum Length of the LM Rail

Table1 shows the standard lengths and the maximum lengths of model HSR variations. If the maxi-
mum length of the desired LM rail exceeds them, jointed rails will be used. Contact THK for details.
For the G dimension when a special length is required, we recommend selecting the corresponding
G value from the table. The longer the G dimension is, the less stable the G area may become after
installation, thus causing an adverse impact to accuracy.

n
ih
( it {
Il
) i

Lo

Table1 Standard Length and Maximum Length of the LM Rail for Model HSR Unit: mm

Model No. HSR 8[HSR 10|HSR 12|HSR 15|HSR 20 [HSR 25|HSR 30|HSR 35| HSR 45 HSR 55HSR 65| HSR 85 |HSR 100 |HSR 120 {HSR 150

35 45 70 | 160 | 160 | 220 | 280 | 280 | 570 | 780 | 1270 [ 1530 | 1340 | 1470 | 1600
55 70 | 110 | 220 | 220 | 280 | 360 | 360 | 675 | 900 | 1570 | 1890 | 1760 | 1930 | 2100
75 95 | 150 | 280 | 280 | 340 | 440 | 440 | 780 | 1020 | 2020 | 2250 | 2180 | 2390 | 2350
95 | 120 | 190 | 340 | 340 | 400 | 520 | 520 | 885 | 1140|2620 | 2610 | 2600
115 | 145 | 230 | 400 | 400 | 460 | 600 | 600 | 990 | 1260
135 | 170 | 270 | 460 | 460 | 520 | 680 | 680 | 1095 | 1380
155 | 195 | 310 | 520 | 520 | 580 | 760 | 760 | 1200 [ 1500
175 | 220 | 350 | 580 | 580 | 640 | 840 | 840 | 1305 | 1620
195 | 245 | 390 | 640 | 640 | 700 | 920 | 920 | 1410 | 1740
215 | 270 | 430 | 700 | 700 [ 760 | 1000 | 1000 | 1515 | 1860
235 | 295 | 470 | 760 | 760 | 820 | 1080 | 1080 | 1620 | 1980
255 | 320 | 510 | 820 | 820 | 940 | 1160 | 1160 | 1725 | 2100
275 | 345 | 550 | 940 | 940 [ 1000 | 1240 | 1240 | 1830 | 2220
370 | 590 | 1000 | 1000 | 1060 [ 1320 | 1320 | 1935 | 2340

LM rail standard 395 | 630 | 1060 | 1060 | 1120 | 1400 | 1400 | 2040 | 2460
length (Lo) 420 | 670 | 1120 | 1120 | 1180 | 1480 | 1480 | 2145 | 2580
445 1180 | 1180 | 1240 | 1560 | 1560 | 2250 | 2700

470 1240 | 1240 | 1300 | 1640 | 1640 | 2355 | 2820

1360 | 1360 | 1360 | 1720 | 1720 | 2460 | 2940
1480 | 1480 | 1420 | 1800 | 1800 | 2565 | 3060
1600 | 1600 | 1480 | 1880 | 1880 | 2670
1720 | 1540 | 1960 | 1960 | 2775
1840 | 1600 | 2040 | 2040 | 2880
1960 | 1720 | 2200 | 2200 | 2985
2080 | 1840 | 2360 | 2360 | 3090
2200 | 1960 | 2520 | 2520
2080 | 2680 | 2680
2200 | 2840 | 2840
2320 | 3000 | 3000

Standard pitch F| 20 | 25 | 40 | 60 | 60 | 60 | 80 | 80 | 105 | 120 | 150 | 180 | 210 | 230 | 250
G 75| 10 | 15 | 20 | 20 | 20 | 20 | 20 |22.5] 30 | 35 | 45 | 40 | 45 | 50
Max length  |(275)[(470)(670)| 3925, | 2295, | 3525, | 32%3, | (3293, | 3090 | 3060 | 3000 | 3000 3000 [ 3000|3000

Note1) The maximum length varies with accuracy grades. Contact THK for details.

Note?2) If jointed rails are not allowed and a greater length than the maximum values above is required, contact THK.

Note3) The figures in the parentheses indicate the maximum lengths of stainless steel made models.

Note4) Ct7 and Ct5 grades are not applicable where the LM rail standard length appears in dimmed type for models HSR 15 to
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Tapped-hole LM Rail Type of Model HSR

The model HSR variations include a type with its LM rail bottom tapped. This type is useful when
desiring to mount the LM Guide from the bottom of the base and when desiring to increase the con-
tamination protection effect.

+ 4 L. . %
o (e ] 5
€ & b ( f’% Al £ (&)
M:&gd [ — L ! 1
St F 1
(1) Determine the bolt length so that a clear- Table2 Dimensions of the LM Rail Tap
ance of 2 to 5 mm is secured between the Unit: mm
bolt end and the bottom of the tap (effective Model No. Si Effective tap depth {1
tap depth). (See figure above.) HSR 15 M5 F)
(2) A tapped-hole LM rail type is available also HSR 20 M6 10
for model HSR-YR. HSR 25 M6 12
(3) For standard pitches of the taps, see HSR 30 M8 15
Table1 on B-82. HSR 35 M8 17
HSR 45 M12 24
HSR 55 M14 24
HSR 65 M20 30

HSR30 A2UU +1000LH 5

Symbol for tapped-hole LM rail type

Note) Ct7 and Ct5 grades are not applicable.
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